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W/O BUCKET ∙ CHASSIS FRAME ATTACHMENT: F-STABILIZER + R-STABILIZER DOWN� (UNIT: KG)
A 3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m Max. reach

B A

Boom 6.1 m ∙ Gooseneck arm 4.2 m ∙ Counterweight 4.0 t
12.0 m

10.5 m 7295* 7295* 5913* 5913* 5.11

9.0 m 5843* 5843* 4999* 4999* 7.08

7.5 m 5725* 5725* 5157* 5157* 4641* 4641* 8.34

6.0 m 6935* 6935* 5924* 5924* 5201* 5201* 4628* 4083 4512* 3948 9.18

4.5 m 10594* 10594 7862* 7862* 6357* 6357* 5383* 5383* 4652* 4036 4322* 3562 9.71

3.0 m 9053* 9053* 6876* 6876* 5595* 5228 4698* 3952 4119* 3360 9.99

1.5 m 9875* 9875* 7240* 7047 5716* 5055 4637* 3863 3915* 3292 10.04

0.0 m 5815* 5815* 9781* 9781* 7207* 6801 5597* 4918 4390* 3795 3671* 3349 9.85

-1.5 m 6874* 6874* 8762* 8762* 6631* 6631* 5101* 4843 3780* 3772 3335* 3335* 9.42

Boom 6.1 m ∙ Straight arm 4.0 m ∙ Counterweight 4.0 t
12.0 m

10.5 m 7386* 7386* 6113* 6113* 5.19

9.0 m 6628* 6628* 5790* 5790* 4877* 4877* 7.14

7.5 m 6542* 6542* 5656* 5656* 5035* 5035* 4367* 4324 6.39

6.0 m 6991* 6991* 5858* 5858* 5068* 5068* 4441* 3842 4130* 3664 9.22

4.5 m 11045* 11045* 7931* 7931* 6282* 6282* 5237* 5186 4452* 3818 4036* 3306 9.75

3.0 m 9068* 9068* 6773* 6773* 5429* 5027 4464* 3748 3761* 3126 10.03

1.5 m 9750* 9750* 7074* 6861* 5506* 4865 4378* 3673 3473* 3077 10.08

0.0 m 9466* 9466* 6948* 6636* 5326* 4743 4066* 3618 3126* 3126* 9.89

-1.5 m 5707* 5707* 8269* 8269* 6262* 6262* 4747* 4688 3325* 3325* 2658* 2658* 9.47

LIFTING CAPACITIES 
DX230WMH-5

1.	Lifting capacities are in compliance with ISO 10567:2007(E).
2.	The load point is at the end of the arm.
3.	* = The nominal loads are based on hydraulic capacity.
4.	The nominal loads shown do not exceed 75% of tipping loads or 

87% of hydraulic lifting capacity.
5.	For lifting capacity with bucket, simply subtract the actual 

weight of the bucket from the values.
6.	The configurations indicated do not necessarily reflect the 

standard equipment of the machine.

 	 : Rating over front.
 	 : Rating over side or 360°.
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LIFTING CAPACITIES 
DX250WMH-5

W/O BUCKET ∙ CHASSIS FRAME ATTACHMENT: F-STABILIZER + R-STABILIZER DOWN� (UNIT: KG)
A 3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m Max. reach

B A

Boom 6.5 m ∙ Gooseneck arm 4.5 m ∙ Counterweight 5.2 t
12.0 m 6128* 6128* 9625* 9625* 3.47

10.5 m 6128* 6128* 5978* 5978* 6.40

9.0 m 5742* 5742* 5212* 5212* 5064* 5064* 8.06

7.5 m 5731* 5731* 5123* 5123* 4651* 4651* 4601* 4601* 9.18

6.0 m 7097* 7097* 6004* 6004* 5232* 5232* 4640* 4640* 4302* 4019 9.95

4.5 m 11131* 11131* 8120* 8120* 6498* 6498* 5461* 5461* 4711* 4673 4078* 3676 10.44

3.0 m 9381* 9381* 7067* 7067* 5717* 5717* 4789* 4562 4002* 3597 3882* 3492 10.70

1.5 m 10230* 10230* 7462* 7462* 5872* 5812 4790* 4448 3861* 3546 3683* 3429 10.74

0.0 m 14608* 14608* 10125* 10125* 7456* 7456* 5799* 5648 4620* 4358 3515* 3511 3449* 3449* 10.57

-1.5 m 12109* 12109* 9128* 9128* 6930* 6930* 5381* 5381* 4164* 4164* 3138* 3138* 10.17

Boom 6.5 m ∙ Straight arm 4.0 m ∙ Counterweight 5.2 t
12.0 m 14764* 14764* 2.28

11.0 m 7821* 7821* 7423* 7423* 5.03

10.0 m 7192* 7192* 6223* 6223* 6019* 6019* 6.55

9.0 m 6927* 6927* 5963* 5963* 5370* 5370* 5333* 5333* 7.64

8.0 m 6910* 6910* 5911* 5911* 5232* 5232* 4904* 4697 8.47

7.0 m 7124* 7124* 6005* 6005* 5232* 5232* 4641* 4254 4598* 4150 9.12

6.0 m 7569* 7569* 6220* 6220* 5313* 5313* 4628* 4265 4360* 3786 9.61

5.0 m 11445* 11445* 8230* 8230* 6524* 6524* 5443* 5443* 4653* 4236 4159* 3538 9.98

4.0 m 9018* 9018* 6873* 6873* 5591* 5591* 4688* 4187 3978* 3373 10.24

3.0 m 9764* 9764* 7199* 7199* 5724* 5477 4706* 4128 3802* 3272 10.39

2.0 m 10220* 10220* 7417* 7417* 5796* 5357 4678* 4067 3622* 3227 10.44

1.0 m 10222* 10222* 7452* 7452* 5771* 5253 4575* 4013 3424* 3234 10.4

0.0 m 9765* 9765* 7267* 7267* 5607* 5172 4362* 3974 3195* 3195* 10.26

-1.0 m 11032* 11032* 8940* 8940* 6833* 6833* 5275* 5124 3993* 3953 2919* 2919* 10.01

-2.0 m 9133* 9133* 7820* 7820* 6150* 6150* 4737* 4737* 3398* 3398* 2570* 2570* 9.65
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STANDARD AND OPTIONAL EQUIPMENT

Engine
●● Doosan DL06, Stage IV compliant, SCR, EGR, DOC, water-cooled diesel 
engine with Wastegate Turbocharger and air-to-air intercooler

●● Auto-idle function
●● Auto shut-off
●● No DPF

Hydraulic system
●● Boom and arm flow regeneration
●● Swing anti-rebound valves
●● Spare ports (valve)
●● One-touch power boost function
●● Smart Power Control (SPC)
●● 2 way auxiliary and PERO piping
●● Cylinder cushioning & contamination seals
●● Control of auxiliary hydraulic flow and pressure from the display panel

Cab & Interior
●● Pressurized, sound-insulated and CabSus mounted cab
●● Heated, adjustable air suspension seat with adjustable headrest and 
armrest

●● Air conditioning with climate control
●● Pull-up type front window with sun roller blind and removable lower front 
window

●● Sliding left window
●● Intermittent upper windshield wiper
●● Rain visor
●● Rear window defroster switch
●● Adjustable PPC wrist control levers for arm, boom, bucket and swing
●● Joysticks and pedal provide proportional control of auxiliary lines for 
attachments

●● Adjustable tiltable steering column
●● Pedal for auxiliary control 1 & 2 ways
●● Jog shuttle switch
●● 7” (18 cm) TFT LCD color monitor panel
●● Attachment management system with 10 presets
●● Engine speed (RPM) control dial 
●● Automatic travel speed
●● 4 operating modes & 4 working modes
●● Electric horn
●● Cigarette lighter
●● Ceiling light
●● Cup holder
●● Multiple storage compartments (e.g. document holder under seat)
●● Storage area (tools, etc.)
●● Hot and cool box
●● Flat, spacious, easy-to-clean floor
●● Master key
●● Anti-theft protection
●● 12 V spare power socket
●● Serial communication port for laptop PC interface
●● Remote radio ON/OFF switch
●● Loudspeakers and connections for radio
○○ MP3/USB radio or MP3/USB radio with CD player

Safety
●● Boom and arm cylinder safety valves
●● Overload warning device
●● Large guard rails on upper structure and steps
●● Rotating beacon
●● Rear & side-view camera
●● Punched metal anti-slip plates
●● Hydraulic safety lock lever
●● Safety glass
●● Hammer for emergency escape
●● Right and left rear-view mirrors
●● Lockable fuel cap and covers
●● Battery cut-off switch
●● Engine restart prevention system
●● Parking brake
●● Work lights (2 front frame, 4 front cab-mounted, 2 rear cab-mounted, 
2 boom-mounted and 1 rear side)

●● Emergency engine stop switch and hydraulic pump control switch
○○ FOGS cab - top and front cab guards (ISO 10262)
○○ Front window upper and lower guards

Other
●● DX230WMH-5: 6100 mm boom – 4200 mm arm – 4000 kg counterweight
●● DX250WMH-5: 6500 mm boom – 4500 mm arm – 5200 kg counterweight
●● "Doosan Connect" Telematic system
●● Auto shut-off fuel filler pump
●● Double element air cleaner and pre-filtered Turbo dust separator
●● Fuel pre-filter with water separator sensor
●● Dust screen for radiator/oil cooler
●● Self-diagnostic function
●● Alternator (24 V, 80 A) - Battery (2 × 12 V, 150 Ah)
●● Powershift 2-speed transmission + creep mode
●● Remote greasing for swing circle and work group pivot points
●● Guards for work lights
●● Floating boom
●● Air compressor
○○ Arm 4000 mm straight
○○ Grapples and magnet
○○ Quick coupler piping forstraight arm
○○ Additional filter for breaker piping
○○ Double pump flow
○○ Alarm for travel & swing

Undercarriage
●● Double tires 10.00-20-16PR
●● Front axle oscillation lock modes (On/Off/Auto)
●● Piston rod protection of stabilizer cylinders
●● Lockable tool box (left side)
●● Rear & front chain tightening eyes
●● Wide axle 2750 mm
●● 4 independent stabilizers with cylinder protection
○○ Lockable tool box (right side)
○○ Solid tire 10.00-20

●  Standard  ○  Optional
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*certified to 50 t operating weight

Terminal device is installed and 
connected to a machine to get 
machine data.

Doosan provides dual-mode 
(Mobile, Satellite) communication to 
maximize communication coverage.

DOOSANCONNECT WEB
Users can monitor machine status 
from DoosanCONNECT Web.

TELEMATICS TERMINAL TELECOMMUNICATION

*Functions may not be applied to all models. Please contact your sales representative for more information on this feature.

PREVENTIVE 
MAINTENANCE

JOB SITE 
MANAGEMENT

WORK EFFICIENCY 
MANAGEMENT 

PROACTIVE 
SERVICE

OPERATION TREND 
Total operation hours and operation hours by mode

FUEL EFFICIENCY* 
Fuel level and fuel consumption

LOCATION 
GPS and geo-fence

REPORTS 
Operation report & utilization

WARNING & ALERT 
Detect machine warnings, antenna disconnection,  
and geo/time fence

FILTER & OIL MANAGEMENT 
Preventive maintenance by item replacement cycle
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DOOSAN GROUP – BUILDING YOUR 
TOMORROW TODAY

BE PART OF THE GREAT DOOSAN FAMILY
Founded in 1896, Doosan Group is the oldest company in Korea. Rapidly adapting to the changing 
global environment, it is one of the fastest growing companies in the world.

AFFILIATES
Doosan is making efforts to improve the foundation for life. Doosan can be found in various fields, 
ranging from the entire infrastructure support business that includes industrial facilities, machinery, 
equipment, and construction, to the consumer goods business.

DOOSAN INFRACORE – MANUFACTURING CONSTRUCTION EQUIPMENT FOR OVER 40 YEARS
Doosan Infracore's construction equipment includes crawler and wheeled excavators, mini 
excavators, wheel loaders and articulated dump-trucks, and diverse attachments as well as diesel 
and gas engines. With No. 1 market share in Korea, Doosan Infracore is emerging as a global leader in 
construction equipment manufacturing.

Infrastructure Support Business
Doosan Heavy Industries & Construction
Doosan Infracore
Doosan Bobcat
Doosan Engineering & Construction
Doosan Mecatec
Doosan Robotics
Doosan Mobility Innovation
Doosan Solus
Doosan Fuel Cell

Holding Company
Doosan Electronics
Doosan Corporation Mottrol
Doosan Bio
Doosan Corporation Industrial Vehicle
Doosan Digital Innovation
Doosan Corporation Distribution

Customer & Services
Oricom
Hancomm
Doosan Magazines
Doosan Bears
Doosan Cuvex
Neoplux

EXPERIENCE THE DOOSAN PRODUCT RANGE!

39400
Doosan Group employees in 

36 countries worldwide
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FROM MACHINE MANUFACTURER... TO FULL SOLUTION PROVIDER
Ask your dealer for a full range of services designed especially for you.

GLOBAL NETWORK
A truly global player in every respect, we have large-scale factories, sales subsidiaries and dealers all 
over the world.

+
PROTECTION

Doosan Infracore is not simply adopting digital technology but is 
seeking to revolutionize the construction machinery industry.

Concept-X is a solution based on technology optimized for future 
construction sites, such as automated construction site surveying 
tasks using drones, unmanned automation of equipment, and 
remote control based on 5G communication.

 

Europe

Korea

North America

Latin America Middle East & Africa Asia & Oceania

Russia/CIS

 264

 98

15 
(Heavy: 189, Engine: 75)

(Heavy: 37, Engine: 61)

(Heavy: 10, Engine: 5)

185 
(Heavy: 157, Engine: 28)

 69  67  121
(Heavy: 35, Engine: 34) (Heavy: 33, Engine: 34) (Heavy: 56, Engine: 65)

	 Headquarters
	 Major Subsidiaries
	 Production Subsidiaries
	 Sales Subsidiaries
	� Parts Distribution Center  
(PDC)

	Number of Dealers
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Doosan Infracore Europe s.r.o., IBC - Pobřežní 620/3, 186 00 Praha 8-Karlín, Czech Republic
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